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CURBING, 609
[ 1/2"¢ DEFORMED BARS (WHEN
CURB IS PLACED ON FILL
MOUNTABLE CONCRETE )
COMBINED CURB & GUTTER
(LOCAL RESIDENTIAL)
AR LA e B 1/2" EXPANSION JOINT
CONCRETE CURB - WHEN ABUTTING CONCRETE.
NOTE B, SHT. NO.
NO SCALE (SEE NOTE B, S 0. 45)
< __d PROPERTY LlNE—\
Y
. 2 o
o 23 Iz
3d SI ¢ (SEE - g
Z 2% - NOTE D x z
s =% SHT. NO.45 a £
z ! Sw/l . 2
o x Wa 2' { ft
T NI = - >
=
=3 -8 82
] == CONTRACTION |- vec vin 3 @3 e
z 15 JOINT MAX. 5' =
83 (SEE SECTION) (80T
SIDES)
Q)
-
[1a]
£
['4 w
g 2
w (O]
(&)
2 S
7, (&)
z g
% »

/

MOUNTABLE CURB & GUTTER ;
< 1/2

—~

ZBACK OF CURB
" EXPANSION JOINT

— CONCRETE DRIVEWAYS, 433

CONTRACTION JOINT MIN. 1"
DEEP CUT, SCORED JOINTS
FINISHED TO 3/8" RADIUS

6" OR 7" THICK (SEE
NOTE B, SHT. NO. 45)

PAVEMENT

PLAN

CLASS D CONCRETE

1/2" EXPANSION JOINT
SECTION A-A

MOUNTABLE CURB AND CONCRETE DRIVEWAYS

GUTTER
NO SCALE

WITH MOUNTABLE CURB & GUTTER

GRADE AT PROPERTY LINE SHALL
BE 1/2" PER 1'-0" ABOVE TOP
OF CURB.

EXPANSION JOINT WHEN
ABUTTING CONCRETE

SEE NOTES, SHT. #45

REVISIONS STANDARDS FOR

MOUNTABLE CURB
DRIVEWAYS
AND CURB DETAILS

CITY OF DAYTON, OHIO
NO SCALE 14A—-17113




